
STANDARD VERSION
Cabinet with vertical roller shutter in the upper area, without center panel. With lighting panel and 3 sockets pre-installed. Without rear panel below
the worktop. Body and shelves made of 3-layer chipboard (E1), melamine coated, material thickness 19 mm. Worktop made of 3-layer chipboard (E1),
waterproof glued (P3) coated with 0.8 mm HPL, material thickness 24 mm. Body and shelves with 1 mm plastic edge. Worktop with 2 mm plastic edge
at the front, 1 mm plastic edge at the sides and back. Aluminum-colored plastic roller shutters, profile width 26.5 mm, thickness 12 mm. Attached guide
rail and pilaster strip made of aluminum. Aluminum handle strip with 2 curved handles, material thickness 19 mm.

OPTIONS
  

TECHNICAL SPECIFICATIONS
FOLDER HEIGHT 5
WIDTH ١٢٤ cm
TOTAL HEIGHT ٢٠٤ cm
DEPTH ٦٧ cm
NO. OF FIXED SHELVES 2
WEIGHT ٨٥ kg

Decoration group 2
Handle PG 2
Under-cabinet lighting

Sink right or left
Integrated stainless steel dishwasher, model:
6494.405
Refrigerator, model 6463.420

Refrigerator with freezer compartment,
model 6463.424
Microwave, model 6488.401
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Our range of materials and colors can be found in the A2S material overview.
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BENEFITS/SPECIALS

Board material melamine
coated with robust plastic edge

Carcass firmly doweled and
glued ex works
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