
STANDARD VERSION
Upholstery over foam. Substructure made of robust 3-layer chipboard. privacy screen elements on the sides, top and rear wall. Frame construction
filled with passive foam. 
With coat hooks left and right, powder coated black. Sturdy skid frame with plastic floor protectors, powder-coated in RAL 9006 as standard.

OPTIONS
   

STANDARD
FEMB level:2017 (Level 3)

DIN EN 16139, DIN EN 15372

bei Bezugsstoffen B1:
höchste zertifizierte Brandschutzsicherheit nach DIN 66084 P-a (Papierkissentest)

TECHNICAL SPECIFICATIONS
TOTAL WIDTH 66.93 "
TOTAL HEIGHT 64.96 "
SEAT HEIGHT 17.72 "
TOTAL DEPTH 27.95 "
SEAT DEPTH 19.29 "
WEIGHT 254 lb

Felt floor protectors
Frame chrome plated

Upholstery fabric TAFF B1 (price group 2)
Upholstery fabric WOOL (price group 3)

DOMINO HOUSE
MODEL 9385.001

Our range of materials and colors can be found in the A2S material overview.
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BENEFITS/SPECIALS

With two coat hooks, left and
right

Stable sled frame optionally
chrome-plated

     

FABRIC PROPERTIES
FLEECE Price group 1
100% polyester | flame retardant BS 5852:Part1:1979 (cigarette) | 14.18 oz/y² | 100,000 Martindale tours | linting 4 | ÖKO-Tex 100
TAFF B1 Price group 2
100% polyester | flame retardant according to EN 1021 1&2, DIN 4102 B1 | 9.17 oz/y² +/-5% | 70,000 Martindale tours | linting 5 | ÖKO-Tex 100
WOOL Price group 3
100% wool | flame retardant according to EN 1021 1&2 | 16.23 oz/y² +/-5% | 35,000 Martindale tours | linting 4 | tested for harmful substances
ARTIFICIAL LEATHER B1 Price group 4
85% PVC compound, 15% cotton knit | flame retardant according to EN 1021 1&2, DIN 4102 B1 | weight 27.51+/-1.76 oz/y² | 75,000 Martindale tours |
no linting | tested for harmful substances | resistant to blood and urine, resistant to disinfectants
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