
STANDARD VERSION
Body, 3-layer particle board (E1), melamine coated, highly abrasion-resistant, with 1 mm plastic edge, thickness 19 mm.
Rear panel, 3-layer chipboard (E1), melamine-coated, highly abrasion-resistant, grooved all around, thickness 8 mm.
Front, 3-layer chipboard (E1), melamine coated, highly abrasion-resistant, with 2 mm plastic edge, thickness: 19 mm.
With handle.
Note: 1 height unit (HE) ≙ 5.3 cm
Body and front, 3-layer chipboard (E1), melamine coated, highly abrasion-resistant, with 2 mm plastic edge, thickness: 19 mm. With central locking and
pull-in damping. 
Mobile on 4 lockable double castors.
Partitioning: utensil drawer 1 U, 1 drawer 2 U, 2 drawers á 3 U.

OPTIONS
  

STANDARD
GS-zertifiziert gem. DIN EN 14073-2

FEMB level:2017 (Level 3)

TECHNICAL SPECIFICATIONS
WIDTH 16.93 "
TOTAL HEIGHT 19.69 "
DEPTH 29.13 "
NO. OF
COMPARTMENTS

4

WEIGHT 67 lb

Punch holder bar
Positioning board, double-walled

Partition wall, crosswise partition (2 U), for
DIN A4
Partition wall, crosswise partition (2 U), for
DIN A5

Decoration group 2

BASE CABINET (D 74 CM)
MODEL 9119.801

Our range of materials and colors can be found in the A2S material overview.
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BENEFITS/SPECIALS

Board material melamine
coated with robust plastic edge

Incl. central locking and
retraction damping

utensil drawer for office
supplies

Suitable for our 1000 and
2000 table series

Carcass firmly dowelled and
glued ex works
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